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PRODUKT DATABLAD

Materiale

Temperatur

Stor e� ekt.
Nominel frekvens 7300 ~ 35000 RMP.
Vibrationskraft 132 ~ 4100N.
Justerbar parameter (justere lufttryk).

Materiale separation, transport og komprimering, rengøring af siloer/ beholde-
re/ skærme og � ltre. I transport kæder fremmes strømmen og problemer med 
blokering elimineres. 

Oprettelse af vibrationskraft af legeringsboldsruller på legeringssporet .  Nylon-
betræk styrker kuglen der undgår støv og vand. Med vandret monteringshul på 
skallen som passer til forskellige installationer.

ALUMINIUM

100 °C

KUGLE VIBRATORKUGLE VIBRATOR

CV2

Bemærkning: Ovenstående data er taget fra Kistler triaxial dynamometer på kraftig test-platform. 
Når installationens stivhed er dårlig, vil frekvensen og e� ekten blive lavere.

VARENR.

VIBRATIONER
TIMER/MIN VIBRATIONSKRAFT

LUFTFORBRUG
L/MIN

0.2 MPa 0.4 MPa 0.6 MPa 0.2 MPa 0.4 MPa 0.6 MPa 0.2 MPa 0.4 MPa 0.6 MPa

CV2-1
CV2-2 
CV2-3
CV2-4
CV2-5
CV2-6
CV2-7
CV2-8

25510
22510
15100
13100
10510
9210
7810
7310

31100
28100
18510
17100
14510
12210
9710
9100

35100
34100
22510
19510
16510
14100
12510
10100

132
245
320
455
715
925

1520
2050

249
468
560
810

1200
1580
2480
3135

355
715
875

1110
1750
2100
3250
4100

85
95
95

125
135
165
220
265

150
155
160
210
235
295
380
480

190
210
230
285
335
420
575
678

VARENR.
A

MM
TYKKELSE

MM
C

MM
D

MM
E

MM
F

MM
G

MM
H

GEVIND
VÆGT

KG

CV2-1
CV2-2 
CV2-3
CV2-4
CV2-5
CV2-6
CV2-7
CV2-8

50
50
65
65
80
80

100
100

20
20
24
27
33
38
44
50

86
86

113
113
128
128
160
160

68
68
90
90

104
104
130
130

12
12
16
16
16
16
20
20

7
7
9
9
9
9

11
11

40
40
50
50
60
60
80
80

G1/4
G1/4
G1/4
G1/4
G1/4
G1/4
G3/8
G3/8

0.150
0.150
0.350
0.380
0.650
0.680
1.150
1.350

INDUSTRIAL PNEUMATIC VIBRATORS03

K series pneumatic ball vibrator

Creating the vibration force by the alloy ball rolls on the alloy track, end nylon covers bolster the sphere and avoid 
dust and water, with horizontal mounting hole on the shell adapts to different installation situations.

Large power.
Nominal frequency 7300~35000 rmps.
Vibration force 132~4100N.
Parameter adjustable(adjust the air 
pressure).
Maximum working temperature:100
150  is available upon requests.

Vibrating table.
Filter sieve.
Storage bin emptying.
Material conveying.
Prevent hanging on the wall in 
pipeline of storage bin.

Remark: The data in above form taken from Kistler triaxial dynamometer on heavy test platform, when the installation 
rigidity is poor, the frequency and force will become lower.

Overall dimensions

Mode
Vibration times/min. Vibration force (N) Air consumed L/ min.

0.2MPa 0.4MPa 0.6MPa 0.2MPa 0.4MPa 0.6MPa 0.2MPa 0.4MPa 0.6MPa
K-08 25510 31100 35100 132 249 355 85 150 190

K-10 22510 28100 34100 245 468 715 95 155 210

K-13 15100 18510 22510 320 560 875 95 160 230

K-16 13100 17100 19510 455 810 1110 125 210 285

K-20 10510 14510 16510 715 1200 1750 135 235 335

K-25 9210 12210 14100 925 1580 2100 165 295 420

K-30 7810 9710 12510 1520 2480 3250 220 380 575

K-36 7310 9100 10100 2050 3135 4100 265 480 678

Characters

Typical application 

Structure

Performance parameters

Patent No
Patent No

INDUSTRIAL PNEUMATIC VIBRATORS03

Mode
A Thickness C D E F G H

mm mm mm mm mm mm mm G thread kg
K-08 50 20 86 68 12 7 40 G1/4 0.150

K-10 50 20 86 68 12 7 40 G1/4 0.150

K-13 65 24 113 90 16 9 50 G1/4 0.350

K-16 65 27 113 90 16 9 50 G1/4 0.380

K-20 80 33 128 104 16 9 60 G1/4 0.650

K-25 80 38 128 104 16 9 60 G1/4 0.680

K-30 100 44 160 130 20 11 80 G3/8 1.150

K-36 100 50 160 130 20 11 80 G3/8 1.350

På forespørgsel: 

150 °C er til rådighed


